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ST 112 & STA 112 - System Overview

Despite it is the little brother of th&T & STA SerigST 112wns an impressive efficiency as is evidenced
by its Power Handling of ®@W RMS / programof 1200 W / 200 Wpeak. Average Sensitivity of 108
and its Maximum SPL peak of 1.

Tharks to its superor performance,compact size(450x368x5681m) and weight (20 Kg), using CNC
construction of 18.5mm made from birch wood plated on the exteriongkes it superioto other much

bigger and heavy systems and gitiaally invisible on the stage

ST 113s a 2way stage monitosystem equipped with ong1) speaker of 12in a tuned enclosure. The HF
section has one (1) c o nopmedls wtatingndiffuber of 6@ to actiievelthie, (
maximum performance in function of the necessity type or evértanks to its super compact and

ergonomic design makes it very manageable and easy to use on the stage.

It can be served in passive versi@i 112 or self- powered version $TA 11P, which includes inserted
amplification moduleGT 1.2 H offering the advantage of amplify itself and anothesgige unitST 112n

slave mode.

Its special sweetness and superior performance makes it the perfect stage monitoring solution.

Completeaccessoriefor ST 112ndSTA 11are available.


http://www.prodgsystems.com/3-9-41-producto-pro-dg-systems-amplifiers-gt-12-h.html
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ST 112 & STA 112

Technical Specifications

Power Handling:

Nominal Impedance:
Average Sensitivity:
Maximum SPL Calculation:
Frequency Range

Nominal Directivity:

Low / Mid Frequency Driver:

High Frequency Driver:

Recommended Amplifiet
Connectors **

Acoustic Enclosure
Finish:

Cabinet Dimensions

Weight ***

For STA 112

Recommended Amplifiet
Connectors **

Weight ***

600 W RMS (EIA 426A standard)200 W progran / 2400 W peak.

8Ohm

100dB / 2.83 V/1m (average 1506000 Hz wideband).
/ 1m 128dB continuous 431 dB program 134 dB peak

+/-3 dB from 60 Hz to 18Hz.
60x40 rotating diffuser
One()Bey ma

speaker of

127, 8 Ohm,

with hightemperature glass fiber voice coil.

One (1) Beyma driver f

voice coil Myar diaphragm.

8.0hm, 50 W, 2Bm exit(44.4 mm) with

Pro DG SystenGT 1.2 Hor Lab.guppenFP 6000Q

2 NL4MP Neutrik speakon connectors.

CNC modell8-15mm made from birciplywood plated on the exterior.

Standard finish in black paint of high weather resistance.

(HXWxD);450x 36 8x565mm

(®7),.72"x14, 49" 2

20 Kg (44,0%s)net / 21,2 Kg (46, 7lbs)with packaging.

Pro DG SystenST 1.2 Hinto the cabinet
2X XLR + 1 NMP speakon connectors. U&herret + 2 X Powercom.
21,3 Kg (46,9tbs) net / 22,5 Kg (49,8Ds)with packaging.


http://www.prodgsystems.com/3-9-41-producto-pro-dg-systems-amplifiers-gt-12-h.html
http://www.prodgsystems.com/3-5-34-123-producto-fp-series-lab-gruppen-amplifiers-fp-6000q.html
http://www.prodgsystems.com/3-9-41-producto-pro-dg-systems-amplifiers-gt-12-h.html
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incorporates amplifier module GT 1.2 H

Hardware & Accessories

Flight Caséo transport two (2) unitsST 112r STA 112s available.
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ST 115 & STA 115 - System Overview

With an impressive tonal distinction and performance (Powandling of 800 W RMS / prograof 1600
W / 3200 W peak. Average Sensitivity of 101 dB and Maximum SPL peak of 8361dEepresentsthe

definitive stage monitoring solution

This 2way stage monitosystemis equipped with one(1) speaker of 15in a tunedenclosure.The HF
section has one (1) compression driver 6471 , C 0o w@né (&)dotating diffuser of 80R5to provide
with the maximum comol and precision.Thanks to itscompact and ergonomic design makes it very

manageable and easy to use on the stage.

It can be served in passive versi@i (115 or self- powered version$TA 11) which includes inserted
amplification moduleGT 1.2 H offering the advantage of amplify itself and another passive $ifitL15n

slave mode.

Its superior performance makes it the péect stage monitomng solutionfor vocals and instruments where

it is necessary high performance and SPL, in portable or permanent installations.

Complete accessories f&T 11mndSTA 11%re available.


http://www.prodgsystems.com/3-9-41-producto-pro-dg-systems-amplifiers-gt-12-h.html
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ST 115 & STA 115

Technical Specifications

Power Handling:

Nominal Impedance:
Average Sensitivity:
Maximum SPL Calculation:
Frequency Range

Nominal Directivity:

Low / Mid Frequency Driver:

High Frequency Driver:

Recommended Amplifiet
Connectors **

Acoustic Enclosure
Finish:

Cabinet Dimensions

Weight ***

For STA 115

Recommended Amplifiet
Connectors **

Weight ***

800 W RMS (EIA 426A standard)600 Wprogram / 3200 W peak.

8 Ohm.

101 dB/ 2.83 V/1m (average 1506000 Hz wideband).

/ 1m 130dB continuous 433 dB program 136 dB peak

+/-3 dB from 50 Hz to 18Hz.

80x3) rotating diffuser

One (3 Beyma speaker of 15, Ohi®,700W, 406mm of diametexvith
hightemperature glass fiber voice coil.

One (1) Beyma drivesf /4” 8 Ohm, 100V, 36mm exit(44.4mm) with
voice coil Miar diaphragm.

Pro DG SystenGT 1.2 Hor Lab.guppenFP 6000Q

2 NL4MP Neutrik speakon connectors.

CNC modell815mm made from birch plywood plated on tle&terior.
Standard finish in black paint of high weather resistance.
(HX\WxD);51 0 x 500x 630mm (20)08”" x19, 68" 2.
30,5 Kg (67,24bs)net / 31,7 Kgg9,891bs)with packaging.

Pro DG Systen@T 1.2 Hnto the cabinet
2X XLR + 1 NMP speakon connectors. U&herret + 2 X Powercom.
31,8 Kg (70,1bs)net / 32 Kg (70,5%s)with packaging.


http://www.prodgsystems.com/3-9-41-producto-pro-dg-systems-amplifiers-gt-12-h.html
http://www.prodgsystems.com/3-5-34-123-producto-fp-series-lab-gruppen-amplifiers-fp-6000q.html
http://www.prodgsystems.com/3-9-41-producto-pro-dg-systems-amplifiers-gt-12-h.html

ST 115 & STA 115
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Architectural Specifications (STA 115)

630

incorporates amplifier module GT 1.2 H

Hardware & Accessories

Flight Caséo transport two (2) unitsST 11%r STA 115s available.



ST 212 & STA 212

ST 213s simply the best monitor system solutiothanks to itsPower Hadling of 1100 W RMS / program
of 2200 W / 490 Wpeak. Average Sensitivity of 102 dB and Maximum SPL peak dB]13®er compact
size (450x698x565) and light weight (33,3 Kiglng CNC construction of -1mm made from birch wood

plated on the exterior

One of a kind thanks to its unprecedented relationship between high performance, size and weight.

This 2way stage monitorsystemis equipped with two (2 speakes of 12 in a tunedenclosure.The HF
section has one (1) compression driver of 1/ 4"
with the maximum control and precisioi.hanks to itscompact and ergonomic design makes it very

manageable and easy to use on the stage.

It can be served in passive versi@ilr(212 or selfpowered version $TA 21p which includes inserted

amplification moduleGT 1.2 H

Simply the best stage monitoring solution for vocals and instruments where it is necessary higl

performance and SPL, in portable or permanent installations.

Complete accessories f&T 212ndSTA 212re available.


http://www.prodgsystems.com/3-9-41-producto-pro-dg-systems-amplifiers-gt-12-h.html
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Technical Specifications

Power Handling: 1100 W RMS (EIA 426A standat@P00 W progran / 4400 W peak.
Nominal Impedance: 4 Ohm.

Average Sensitivity: 102 dB / 2.83 V/1m (average 628000 Hz wideband).

Maximum SPL Calculation:  / 1m 132dB continuous 435 dB prograni 138 dB peak

Frequency Range +/-3 dB from 50 Hz to 18Hz.

Nominal Directivity: 80x3) rotating diffuser

Low / Mid Frequency Driver. Two(dBey ma speakers of 127, 8 Ohm,

with hightemperature glass fiber voice coill.
High Frequency Driver: One (1) Beyma drivaf /4" 8Ohm, 100V, 36nm exit(44.4mm) with
voice coil Miar diaphragm.

Recommended Amplifiet Pro DG SystenGT 1.2 Hor Lab.guppenFP 6000Q

Connectors ** 2 NL4MP Neutrik speakon connectors.

Acoustic Enclosure CNC modell815mm made from birch plywood plated on the exterior.
Finish: Standard finish in black paint of high weather resistance.

Cabinet Dimensions (HXWxD);450x 698x565mm (1"7),.72" x27, 48" 2
Weight *** 33,3 Kg (73,4lbs) net / 34,5 Kg (76,dBs)with packaging.

For STA 212

Recommended Amplifiet Pro DG Systen@T 1.2 Hnto the cabinet
Connectors ** 2X XLR + 1 NMP speakon connectors. U&herret + 2 X Powercom.
Weight *** 34,5 Kg (76,0fbs) net / 35,7 Kg (78, hs)with packaging.
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Architectural Specifications (ST 212)

2\ 2 [8
@a@@@ ERO 4

698

Architectural Specifications (STA 212)

2| 28
@@@@@ FRO &9
\ 565

incorporates amplifier module GT 1.2 H
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Hardware & Accessories

Flight Caséo transport two (2) unitsST 212r STA 212s available.
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